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V3MCRI-18/U2MRS-18
V2MCI-24/U2MRS-24
V2MCI-36/U2MRS-36
V3MCI-50/U3MRT-50
V3MCI-60/U3MRT-60

IMCI-50/UMLT-50

- -

Cooling
Capacity
(Btu/h)

18000
(3.070-24.200)

24.000
(7.200-28.800)

36.000
(11.160-43.560)

47.000
(13.600-55.800)

54.000
(17.000-65.800)

46.600

18000
(3.250-24.800)

26.000
(7.800-31.200)

40.000
(13.200-49.200)

53.000
(14.300-63.000)

62.000
(18.800-73.400)

49.500

2.55 E 2.68

5.3 A+
7.3 A+
10.5 A

14.0 A+
16.0 A+

Pdesign l Energy Class
[C (Cooling)

6.4 4.7
6.5 8.0
5.2 10.3
5.6 11.0
5.6 11.3

Ay
A 38 [ g S e
A 3.8 farocs
A 3.8
A+ 4.0 >
A+ 40 =

o o ON|OFF

R410A

V3MCRI-18/U2MRS-18 V2MCI-24/U2MRS-24 V2MCI-36/U2MRS-36 V3MCI-50/U3MRT-50 V3MCI-60/U3MRT-60 IMCI-50/UMLT-50

Voltage / Frequency / Phase (V/Hz/Ph) 220~240 / 50 / 1 230 /50 /1 230 /50 /1 380~415 /3 / 50 380~415 /3 / 50 380~415/ 3/ 50

Current Input (A) 100 1337 1981 130 140 170

Power Input (W) 2.200 3074 4585 6.700 7500 6.300

Air Flow Volume (m?/h) 800/650/500 1.780 1.850 1.850/1.600/1.400 1.900/1.650/1.450 1.545

Noise Level (dB(A)) Indoor unit / Outdoor unit 48/40/33 / 57 50 / €0 52 / 65 55/51/48 / 66 52/49/46 | 61 51/63

Sound Power Level (dB(A))  |Indoor unit / Outdoor unit 59 / 65 62/69 64 /70 67 /75 69 / 74

Power Supply Wire Outdoor Unit (Noxmm?) 3x25 3x25 x4 5x2.5 5x2.5 5x2.5

Fuses (A) 1x16 1x16 1x25 3x20 3x20 3x20

Power Supply Wire Indoor (Noxmm?) 315 3Xx15 Xx1l5 3x15 3x15 315

Signal Wires (Noxmm?) 3x05* 3x05* 3x05* 3x0.5* 3x05* 3x05*
- [ — Panel 647x647x50 950x950x55 950x950x55 950x950x55 950x950x55 950x950x55
pd Indoor unit / Outdoor unit 570x570x260 / 810x310x558 | 840x840x245 / 900x315x860 | 840x840x245 / 990x345x965 | 840x840x287 / 938x392x1369 | 840x840x287 / 938x392x1.369| 840x840x300 / 900x350x1.170
'C:D Net Weight (kg) Panel / Indoor unit / Outdoor unit 25/ 165/ 367 5/24/59 5/265/73 5/28/971 5/287 /1027 5/286/9
S Liquid Line / Gas Line 14/ 1/ 3/8" / 5/8" 3/8" / 5/8" 3/8" / 5/8" 3/8" / 5/8" 3/8" [ 3/4"
E Refrigerant R410A/1.830g R410A/ 2.200g R410A / 2750g R410A /3.800g R410A / 4600g R410A /32509
kuj Room Temperature Cooling -15~50 -15~50 -15~50 -15~50 -15~50 18~43
% Range (°0) Heating -15~24 -15~24 -15~24 -15~24 -15~24 -07~24

*stranded wire
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cassettes

With an energy class A+ rating
and All DC Inverter technology,
the cassette indoor units can satisfy
all your professional needs.

HEATING
from -15°C to +24°C

V2MCI, V3MCRI, V3MCI
A+ Energy Class Eco Design Units

ALL DC INVERTER Advanced Technology.

DC INVERTER compressor and indoor / outdoor fan mo-
tors for excellent efficiency in extreme weather condi-
tions and maximum energy savings.

360° Air Outlet
Creates a soft and gentle air-flow which circulates
throughout the room and provides an even temperature.

Wide Operation Range

With up to 25 stages (F1-F25) compressor frequency The
frequency range is increased as much as 70%, allowing the
system to run smoothly. It also provides accurate control
for a comfortable environment and great energy savings.

5 Steps Outdoor Fan Speed
The outdoor DC fan motor speed increases from 2 steps
to 5, delivering significantly higher efficiency.

1 Watt Standby

IMCI
SANYO scroll Compressor

Full protection

With high and low pressure switch, phase protector and
overload protector.

V2MCI, V3MCRI, V3MCI, IMCI
External Air Duct Outlet
Flexible air supply due to air outlet slots.

Fresh Air Intake
For a clean and healthy environment.

Built-in Drain Pump
The drain pump can lift the condensing water up to 750mm.

Overflow Pump Indicator

Remote Control
On/Off ports on the indoor unit's board and error display.

Hot Start Operation

The indoor coil sensor controls the indoor fan and pre-
vents cold air from entering the room during start up in
heating mode.

Sleep Function

Auto Restart

LCD Remote Controller

Touch Screen Wired Controller (Optional)
Wired Controller (Optional)

Centralized Control Manager (Optional)

The centralized controller is a multi functional device
that can control up to 64 indoor units.
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- 4 A++ Energy Class Eco Design Units
&, ALL DC INVERTER Advanced Technology
Cooling \@/ & \/@\/ Q DC INVERTER compressor and indoor / outdoor fan mo-
Caj’afity L pdesign s--rwcn-ss Pdesign sn-rqy_cnass ~ scop e tors for excellent efficiency in extreme weather condi-
(Btu/h) Btu w (Cooling) W) (Middle Zone) Energy Cla e tions and maximum energy savinqs,
1 Watt Standby
Power consumption less than 1 Watt in standby mode
with energy savings up to 80%.
LV2MLI-18 / U2MRSL-18 18.000 18.000 5.3 A++ 6.3 - 5.8 A+ 4.1 - _
Hot Start Operation
The indoor coil sensor controls the indoor fan and pre-
vents cold air from entering the room during start up in
heating mode.
24.000 26.000
V2MKI-24 / U2MRS-24 ’ ’ 7.3 A++ 6.6 > 8.0 A 3.8 = .
In extreme weather conditions without efficiency loss.
Cooling -15°C~50°C / Heating -15°C~30°C.
36000 40000 Cooling Mode
V2MKI-36 / U2MRS-36 (11160435600 (1320049200 = 105 A+ 5.8 - 10.5 A 38 - In low ambient termperatures, -15°C~50°C.

Wide Operation Range

With up to 25 stages (F1-F25) compressor frequency. The
frequency range is increased as much as 70%, allowing the
system to run smoothly. It also provides accurate control

LV2MLI-18 / U2MRSL-18 V2MKI-24 / U2MRS-24 V2MKI-36 / U2MRS-36 for a comfortable environment and great energy savings.

5 Steps Outdoor Fan Speed
Voltage / Frequency / Phase (V/Hz/Ph) 230 /50 /1 230 /50 /1 230 /50 /1 The outdoor DC fan motor speed increases from 2 steps
Current Input (4) 73 135 2011 to 5, delivering significantly higher efficiency.
Power Input (W) 1680 3093 4626 Sleep Function _ )
Sleep mode saves energy by gradually increasing (summer)
Air Flow Volume (m*/h) 740 1400 2200 or decreasing (winter) the indoor temperature, to match
your body's temperature helping you sleep comfortably.
Indoor unit 48 55 54
Noise Level (dB(A) Auto Restart
Outdoor unit 61 60 65 Saves the last settings in case of power failure.
Indoor unit 59 63 65 ++ Fresh Air Intake
Sound Power Level (db(A) " . - A«G % %}E’% For a clean and healthy environment.
utdoor unit 3 70
Ability to connect with BMS
Power Supply Wire Outdoor Unit (Noxmm?) 3x25 3x25 3x4 v
Remote Control
Fuses (A) 1x16 1x16 1x25 0n/Off ports on the indoor unit's board and error display.
Power Supply Wire Indoor Unit (Noxmm?) - 3x15 3x15 Touch Screen Wired Controller (Optional)
Signal Wires 4x15 3x0.5* 3x0.5*

Wired Controller (Optional)

. o o
Dimensions Wt () Indoor unit 700x600x210 1.068x235%675 1.650x235%675 Centralized Control Manager (Optional) |
Qutdoor unit 845x700x320 900x315x860 990x345x965 The centralized controlle_r is a mqm—funcmonal device
that can control up to 64 indoor units.

m .

CZD Net Weight (kg) ndoor Uﬂ\t. o ~ “0 LCD Remote Controller

= Outdoor ot 4 - 2 A d H H H h h | A++ H d A” DC 2 Ways Draining Connection

S Liquid Line / Gas Line 14" | 1/2" 3/8" / 5/8" 3/8" / 5/8" Ir con |t|0n|ng UnltS t at ave an energy Class ratlng an Iﬁsggiitnsai%eer;?stieceiarr:dt;eoS%r;?f;:;siatgyb%tsr;atngtligféand
W Rciigerant RA10A /19009 RATOA / 2200 RA104/ 2750 inverter technology while achieving a high performance operation, '
D
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Operation Temperature | Cooling 15-50 15-50 15-50 even in the most difcult situations. A wide range of performance in
Range 0 Heating o o o the heating and cooling modes. An ideal solution for demanding needs. i



A++ Energy Class Eco Design units

- -

ALL DC INVERTER advanced technology
y N DC INVERTER compressor and indoor / outdoor fan mo-
‘ tors for excellent efficiency in extreme weather conditions.

& 1 o 1 Watt Standby

£ LAY

Pdesign Energy Class
w) (Middle Zone)

Cooling \@, ﬁ
Capacity Pdesign I Energy Class
(Btu/h) Btu () (Cooling)

0
I
(@]
N
w
|
O
9 COOLING HEATING Power consumption less than 1 Watt in standby mode
= from -15°C to +50°C rom -15°C to +24°C with energy savings up to 80%.
= 12000 12000 JAll DCY IR I ay 95 up
S V2MDI-12/U2MRS-12 (3720-14.640)  (3.840-14.760) 35 A 53 231 3.5 A 3.8 1.289 IAVERTER Hot Start Operation
5 The indoor coil sensor controls the indoor fan and pre-
) 18 OOO 18 000 \r/]en?s cold aér from entering the room during start up in
&) eating mode.
V2MDI-18/U2MRS-18 ' ' 5.3 A++ 6.4 290 5.3 A 3.8 1.953
8 _ (5.580-21.960) (5.760-22.140) Excellent Operation
o V2MDI Ig elxtreme vcveathgr/cHonditions Wiéhouté?ﬁﬁciency loss.
i ooling -15°C~50° eating -15°C~30°C.
£ 24.000 26.000
V2MDI-24/U2MRS-24 7.2 A++ 6.7 376 8.0 A 3.8 2.947 g i
: _ (7.400-29.280)  (8.320-31.980) I low amblent temperatures, -15°C-50°C.
E... 4 New Design ) o
w V2MDI-36/U2MRS-36 i 1%20912220) 0 88098200) 10.5 A 5.4 681 10.5 A 3.8 3.868 Jaii o3 Plastic Fans for lower noise and vibrations (V2DI).
o R R

Wide Operation Range

With up to 25 stages (F1-F25) compressor frequency.
The frequency range is increased as much as 70%, al-
lowing the system to run smoothly. It also provides ac-

raor - Q@D soeo JRGHS V2MDI-12/U2MRS-12 V2MDI-18/U2MRS-18 V2MDI-24/U2MRS-24 V2MDI-36/U2MRS-36 curate control for a comfortable environment and great
energy saving and maximum energy savings.

Voltage / Frequency / Phase (V/Hz/Ph) 230/50/1 230 /50 /1 230/50/1 230 /50 /1

5 Steps Outdoor Fan Speed
Current Input (A) 53 964 135 20.11 The outdoor DC fan motor speed increases from 2 steps
to 5, delivering significantly higher efficiency.

Current Input (W) 1.100 2217 3.094 4626
Air Flow Volume (m*/h) 800 1.400 1.700 2.270
External Static Pressure (Pa) 40 70 70 80
Noise Level (dB(A)) Indoor unit / Outdoor unit 41 /58 46 / €0 46 / 60 46 / 65 A++ % JAII DCS
Sound Power Level (db(A)) Indoor unit / Outdoor unit 57 /61 59 / 65 63 /69 63 /70 @ - INVERTER
Power Supply Wire Outdoor Unit (Noxmm?) 325 3x25 325 3x4
Fuses (A) 1x16 1x16 1x16 1x25
Power Supply Wire Indoor Unit (Noxmm?) 315 3x15 315 3x15
Signal Wires 4x15 3x05* 3x0.5* 3x05*
Dimensions WHHKD (i) Indoor unit 700x635x210 920x635x270 920x635x270 1.200x865x300 d u ct e d
" Outdoor unit 760x285x590 845x320x700 900x315x860 990x345x965
=z Indoor unit 18 28 28 44
'C:D e Outdoor unit 355 46 59 73 . .
S Liquid Line / Gas Line 1/4" ] 3/8' a1/ 3/8" / 5/8" 3/8" / 5/8" ngh energy ClaSS A++ ratlng and A” DC |NVERTER teChn0|Ogy
. TN Refrigerant R410A/1.100g R410A/1.800g R410A/ 2.200q RA10A / 2.750q with a wide range of performance in cooling and heating
Q:J Operation Temperature | Cooling -15-50 15-50 15-50 -15-50 modes. The ideal solution that meets every professional 7 v
e W) Range () Heating -15~24 -15~24 -15~24 -15~24 need while providing the best temperature conditions. Gy ironio 09PRODUCTCATALOGUE2015

*stranded wire



1 Olight commerciat PRODUCTCATALOGUE2015

1 1 PrODUCTCATALOGUE2015

liaht commercial



ﬂ inventor

Your-conditions

INVENTOR GREECE
24th km Athens- Lamia National Road & 2,
Thoukididou str., 145 65 Ag.Stefanos
Athens - Greece

INVENTOR POMANIA
Splaiul Independentei Street,
no 17 101 Izvor Building,
4th entrance 5th floor, ap. 68, Area 5 050093,
Bucharest - Romania

INVENTOR WHINA
15-4B, Chuishuian, No.3 Desheng Zhong Road,
Daliang, Shunde, Foshan,
Guangdong - China

E-mail: export@inventor.ac
Tel: +30211 3003326
Fax: +30211 3003333

www.inventorairconditioner.com

Technical data may be altered without prior notice.
Please contact your dealer.

Company is not responsible for any misprinted data.



